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Step One 

Operation 

1. Plug ycxr rricrDphone’s 3-pin (XLR) plug 
irto the cxaresponcing end of the SLi^plied 
cord. To prevent feedback, be SLrethe 
rricrophone is tuned off before connecting 
it to a PA or recording system 

2. P lug the cord’s other end (y4-irch plug) into 
the rricrophorejackofvou'PAor 
record ng svstem 

3. Tun on you' PA or recording system 

4. Setthe rricrophone’s CDI'^OFF svwtch to 
ON. Wnen you finish using the 
rricrophone, set ON/OFF to OFF. 


Step Two 

Using the IVlcrophone Holder 

lb usethesLinplied rricrophone hddervwth 
vou" rricrophone, screwthe hdder down onto 
thetopofa rricrophorestard. Then slide the 
rricrophone into the larger end of the tTolder 
until itissecue: 


What’s Included 

• Microphone • Microphone Hdder 



Step Three 


Internal Connections 

Red Red 
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Frequency Response Curve 
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FREQUENCY IN HERTZ 


Specifications 

Type Dynamic 

D'rectivity Unidirectional 

Impedarce 500 Ohms ± 30% 

Sensitivity (at 1 khtz) —72dB± 3dB 

Frequency Response 50-16,000 h-tz 

Cable (Length X Dameter) 16ftxV4in 

(4.87 mX 6.35 mm) 

Plug V4-in (6.35rrm) Phono 

XLR Comector (Cable Connection) 

Included Accessory McrcqtTone hblder 

\Abigtit (exctuding c^e) 9.8 C3Z 

(280g) 

Spectficaticns are typical; individual uiits night 
vary, ^cedfications are scJgect to (change and 
imprcyvement withcxjt nctice. 
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